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Zucchetti Centro Sistemi S. p. A.

Outgoing Inspection Report

Device name

On-Grid String Inverter

OO A

Ergdust. 1 021060KE24C01 Model No : AZZURRO 3PH B0KTL-V3
Type ITtem Description Result
i Pot Test DC input to Ground 2.5KVdc, AC output to ground2.5KVac, 1 min test, PASS
leakage current less than 10mA.
DC input under250v&over960v (for three phase),DC input
. ; under90v&over580v (for single phase with two MPPT),DC input
Over/Under Input Voltage Test . . . . * PASS
/ S under90v&over500v (for single phase with single MPPT) inverter out of
work
Adjusting the AC voltage to over 276V or under 184V, the inverter should
Over/Under Ouput Voltage Test |be shut down automatically.Adjusting the AC voltage to normal value, the PASS
inverter should be working normally
. . When the inverter reaches the island state, it is automatically
Islanding Prevention Test ¢ € ?V : y “ 8 . ma Y PASS
protected in <2S time.
Restore On—Grid Test [nverter go back to operat when alerts are removed. PASS
Functional |Communication function test Inverter have the communication with PC via RS485, WIFI, GPRS. PASS
Test
. . . Connect a resistance less than 150KOhm between DC+ or DC- and
Phalanx insulation resistance . . . . .
- PE, inverter will out of work, remove this resistance, inverter restore to PASS
work.
On=Grid Current harmonic Test |THD<3% on rated output power condition. PASS
e . Max officiency should be higer than 98% for three phase.Max fooiciency
Max Efficiency . " . PASS
y should be higher than 97% for single phase.
Input/Output
Current&Voltage&Efficiency The value is less than 2%. PASS
Precision Test
Full Load Operation Test Full Load Operation in 45°C environment temperature. PASS
Restore factory default History data should be remove and parameters restore to the default PASS
values values before being packaged.
. No dirt. scratch. forei aterial. flaking paint. bump. deformation
Case & Covering o dir scratce oreign materia aking pain mp PASS
etc.
LOGO & Silk—screen Print INo print omission. misprint. illegible print etc. PASS
Vil Screw Fully tightened; No missing screws. stripped thread etc. PASS
isua
Inspection |Button Button rebound well, appearance is good. PASS
Foreign Material No foreign material in the inverter. PASS
Should be correctly affixed to the inverter;
Label No wrinkle. dirt. damage. misprint etc. ; PASS
ID on the packing box and ID on the inverter must be the same.
Pueking Tox No dir?\ démage\ deformation. foreign material attached to the packing PASS
box. misprint etc
Packing Tape Correctly affixed to the packing box; No wrinkle. PASS
) No foreign material in the packing box;
Packaging |packing Method Buffer material should be correctly placed: PASS
Accessory bag is correctly placed
Check according to packing list, correctly placed, no damage. dirt;
Accessories Printed matter (user manual. warranty card. certificate of quality): no PASS

misprint

Inspection Result:

PASS




